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(57) Abstract: The invention relates to an 
occupant protection system for a motor vehicle 
(1), comprising at least one crash sensor (SI) 
for measuring a motion variable (aSl) of the 
motor vehicle (1). The occupant protection 
system is characterized by comprising an 
occupant protection device (15, 16), controlled 
by means of an ignition signal (CRASH, 
AIR, GURT), and a control device (2) for 
determining the ignition signal (CRASH, 
AIR, GURT) subject to an average time value 
(vOSl) of the motion variable (aSl) measured 
by means of the crash sensor (SI) during at 
least one first time interval ([to-lo.to])- 

(57) Zusammenfassung: Die Erfindung 
betrifft ein Insassenschutzsystem fur ein 
Kraftfahrzeug (1) mit zumindest einem 
Crashsensor (SI) zum Messen einer Bewe- 
gungsgrflsse (aSl) des Kraftfahrzeuges (1), 
wobei das Insassenschutzsystem eine mittels 
eines Ziindsignals (CRASH, AIR, GURT) 
steuerbare Insassenschutzeinrichtung (15, 16) 
umfasst, und wobei das Insassenschutzsystem 
ein Steuergerat (2) zur Ermittlung des 
Ziindsignals (CRASH, AIR, GURT) in 
Abhangigkeit eines zeitlichen Mittelwertes 
(vOSl) der mittels des Crashsensors (SI) 
gemessenen B e wegu n g sgros se (aSl) tiber 
zumindest ein erstes Zeitintervall ([to-Xo»to]) 
umfasst. 
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